
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

ASET CAMERA   
START-UP INSTRUCTIONS 

 

System requirements: Windows 2000 through XP; USB 2 cable 
The ASET® allows jewelry professionals, on the cutting edge of technology, to view and showcase a diamonds 
light performance as well as capture digital ASET® images for printing or future use. Never before has finished 
diamond evaluation been so fast, accurate, and efficient. 
 
 

What’s In The Box? 
 

·  Software 
·  Diamond cover (cup) 
·  ASET Cam/USB cable 

 
 
 
 
 
 
 
 
 
Many tips and functions can be 



found in the “Help” section. 
Click “ Help” on the tool bar for more information about the software. 

Step 1 
Insert the disk and wait for the window (left) to display. 
 
You will be required to restart your computer.  Make sure all data has been saved 
and all programs are closed. 
 
 
 
 

Step 2 
    Click on the “DirectX 9.0”  and follow the onscreen instructions to install. 
 
 
 
 
 
 
 
 
Step 3 

 
Click on “ScopePhoto” and follow the onscreen instructions to install. 
 
 
 
 
 
 
 

 
You may receive this or a similar message, click “Continue Anyway”.  
This message may popup at any time during installation depending on 
your operating system. 
 
Cause 
This message displays if the software has not been WHQL certified by 
Microsoft. This message does not affect the usability of the software. 
It is simply not a Microsoft product. 
 
 
 

Step 4 
Click on “DCM130(USB2.0)” and follow the onscreen instructions to install. 
 
 
 
 
 
 



               
  
     Now restart your computer. 
 
 
 
 
 
            
 
         

 
Once your computer restarts, plug in the camera USB cable  
and follow the onscreen instructions to install the driver. 
 
 
 
 
 
 
 

 
 
 
 

    
The above icon will appear on your desktop 

 
When you click on the icon, you will see the following screen which lists all 

of your installed cameras (web cam etc.).   Choose �  “ET USB 2750 Camera”  

 
   
 
 
 



 
Now place a diamond in the stage and center it.  Place the cup over the diamond. 

 
 
 
 
 
 
 
 
 
 

         
 
 
 
 
 
 
 
 
       Once you have centered and placed the cover over   
       the diamond, rotate (twist) the stage until    
       it comes into view.  Focus on the girdle so that it is   
       sharp and clear.        

      
 
 
 
 
 
 



Settings 

             
The camera and software automatically adjust once every second to maximize the beauty of the image. If you 
wish, you can optimize the image by adjusting the settings as shown above.  Any lighting environment can be 
optimized to the location of the camera.  If you notice any “Hot Spots” or brighter areas of the image i.e. one 
side or part of the image is brighter than the other, simply place your hand above the camera, slightly blocking 
the light, and you will notice the image automatically optimize.   
 

 
 
 
 
 

To reduce or increase the size of the view window,  
click the box indicated and select the best size. 

 
 

 
 
 
 
 
 
 

 
  

To capture the image, click on the “Camera”  button. 
 
 
 
 
 

 
 
 
 
 



 
 
 

Once the snapshot has been taken, save it by clicking on  
“File”  then “Save As”. 

 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
Name the picture and select the file type.  Click “Save” 
 
 
 
 
 
 
 
 
 

 
 
 
“How to Crop an Image” 
 
After you have clicked on the “Camera”  icon to capture an image, you can remove the excess background area 
from the image leaving only what you want to save.  

 
Click on the “Select” button (Shown above).  Left click on the image and frame the area you want to keep. This 
will draw a border around the area.  If you are not satisfied with the outlined area, left click in the center of the 
border to drag it to a better location.  To outline a new area, left click outside the border and select a new area. 
Once you are satisfied with the selection, click “Image”  on the tool bar and click on “Crop”.  

 
 

Many tips and functions can be found in the “Help” section. 
Click “ Help” on the tool bar for more information about the software. 

 
 



 Foggy or smoke appearing on the glass is part of the “Anti-Glare” coating and will not affect the 
 image  or illumination of the diamond. 
 
 

Properties ASET® Camera 

Image sensor 1/2” CMOS of 1.3M pixels, offering color image 

Pixel Size 5.2µm X 5.2µm 

Dynamic Range >62dB 

MAX Resolution (Still) 1280 X 1008 

MAX resolution (motion) 15 frame/sec at 640 X 480; 

View field Inscribed rectangle of � 18 mm  

Usage Capture ASET® Images or Video 

File format BMP, TIFF, JPG, PICT, PTL etc. 

Exposure Automatic 

Shutter control Automatic 

Interface USB, hot plug and thrust, a USB cable of length 1.5 m 

System requirement  Windows 2000 / XP; USB cable 

Software Driver for USB 2.0 

Software “ScopePhoto”  

Weight 4.8 oz plus camera body. Total 2.5lbs 

Camera size Cylinder shape, � 52 mm. Body min 85mm, max 113mm 

Camera body Blackened metal body of cylinder shape 

ASET® Camera Silver anodized aluminum, custom triplet optics 

 
 
 

 


